Features:
- Ultra-bright, energy efficient, long-life Red or Green LED.
- Unique pivoting housing suitable for Ceiling, Wall or End Mount applications
- Self adhesive field selectable Chevron directional indicators.
- Attractive, low profile satin extruded aluminum
- Dual 120/277 voltage
- Energy consumption of less than 2 watts of nominal power.
- Clear acrylic edge-lit lens is provided for single face signs and a mirrored background is standard for double face signs
- Charge rate/power “ON” LED indicator light and push-to-test switch for mandated code compliance testing.
- Long life Nickel Cadmium maintenance free battery
- Internal solid-state transfer switch automatically connects the internal battery to LED board for minimum 90-minute emergency illumination.
- Surge and brown out protection are standard
- Fully automatic solid-state, two-rate charger initiates battery charging to recharge a discharged battery in 24 hours.

Listings:
- UL Listed to UL924
- Meets or exceeds NFPA 101 Life Safety Code, NEC, OSHA, Local and State Codes.
- Suitable for damp locations. (10°C – 40°C)

Warranty:
- Isolite offers a 3-year limited warranty. For further details, refer to General Warranty and Obligations in Isolite manual

Ordering Information

<table>
<thead>
<tr>
<th>Series</th>
<th>Operation</th>
<th>LED</th>
<th>Faces</th>
</tr>
</thead>
<tbody>
<tr>
<td>EUN</td>
<td>AC = AC Only</td>
<td>R = Red LED</td>
<td>1C = Single Face/Clear Background</td>
</tr>
<tr>
<td></td>
<td>EM = NiCad Battery</td>
<td>G = Green LED</td>
<td>2M = Double Face/Mirrored Background</td>
</tr>
</tbody>
</table>